
Solo A7

Solo Detector Duster is ideal for the cleaning of detectors from the dust and dirt 
that can collect on detector surfaces. Debris is one of the causes of detector 
drift in sensitivity and can possibly lead to detector false alarms, or in worse 
cases, failure to alarm in case of fire. To clean the detector, simply remove the 
detector head at any height up to 30ft with the Solo 200 Removal Tool and blow 
the debris using Solo Detector Duster. 

• 100% non-flammable
• Moisture free
• Non-abrasive
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Solo A7 Case

Solo A4

Selection of the correct smoke aerosol is important and needs to consider the 
following features:

• Oil-free formulation
• No lasting residue 
• Faster testing/clearing times
• Detector component compatibility
• Non-flammable
• Manufacturer endorsed
• UL & ULC Listed
• For use with Solo 330 aerosol dispenser

Solo A4 Case

Solo C6

Solo C6 provides a fast and simple way of meeting the requirements of the 
new legislation by introducing real CO to the sensing cell of the detector. As 
the world's first UL Classified CO detector tester, Solo C6 is the professional's 
choice for ultimate peace of mind in ensuring the detector is functioning 
correctly and protecting the lives of those around it. Also for dispenser use to 
test multi-criteria/CO Fire detectors and alarms. 

• Genuine and non-flammable CO 
gas

• Fast test and re-set time
• Controllable
• Safe
• Only gas approved for System 

Sensor 1214T CO Detectors & 
UTC CO Alarms

• Only gas approved for 
System Sensor 1214T CO 
detectors & UTC CO Alarms

• Detector manufacturer 
endorsed

• UL Classified

Solo C6 Case


